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STRAPPING 
MACHINE
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Meterial cost reduced
by 30 ~ 50%
Excellent running,
service guaranteed.
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• The machine need be adjusted by 
manual different size cartons but can 
automatically folded the top of cartons, 
automatic feed in time without need of 
man-care, suitable to connect to full 
automatic production line.

• Carton specification
Min H 127 mm W 127 mm    L127 mm
Max H 480 mm W 480 mm    L700 mm
Power source: 220V/50Hz/400W

• Power source, power: 380 V/50Hz 
1200W/5A

• Packing speed: ²2.5s/circle
• Table height: 750 mm
• Frame size: Width of 800 mm* height 

depending on actual conditions.
• Packing type: Parallel 1~several tips, in

type of photoelectric control, manual 
operation, etc.

• Applicable belt: Thickness (0.55~1.2)mm*
width (9~15)mm (can design for actual
require).

• Electric appliance adopted: LG”PLC” 
control, French”TE” and photoelectric 
switch control, with high precision and 
correctness.

• Power source, power: 380 V/50Hz 
750W/5A

• Packing speed: ²2.5s/circle
• Table height: 750 mm
• Frame size: Width ³800 mm* height 

depending on requirements.
• Packing type: Parallel 1~several tips, in 

type of orders to pack, continually manual
packing, manual packing, ball switch and 
pedal switch.

• Applicable belting: Thickness (0.55~1.2)mm*
width (9~15)mm (can design for actual 
require).

• Electric appliance adopted: LG”PLC” 
control, French”TE”Japanese “OMRON” 
and “ZIK” Applicable to packing of goods
with extra witdh.

• Power source, power: 380 V/50Hz 
1200W/5A

• Packing speed: ²2.5s/circle
• Table height: 750 mm
• Frame size: Width of ³800 mm* height 

depending on requirements.
• Packing type: Parallel 1~several tips,

in type of photoelectric control or manual
control.

• Applicable belting: Thickness (0.55~1.2)
mm* width (9~15)mm (can design for 
actual require).

• Electric appliance adopted: “OMRON”, 
“PLC” control, French, “Japanese” 
“OMRON” and “ZIK” Applicable to 
packing of goods with extra witdh.

• Power source, power: 380 V/50Hz 750W/5A
• Packing speed: ²2.5s/circle
• Table height: 750 mm
• Frame size: Width of 800 mm* height 

depending on actual conditions.
• Packing type: Parallel 1~several tips, in 

type of orders to pack, manual operation,
continual packing, ball switch and pedal 
switch.

• Applicable belt: Thickness (0.55~1.2)mm*
width (9~15)mm (can design for actual 
require).

• Electric appliance adopted: LG”PLC” 
control, French”TE”, Japanese “OMRON”
and “ZIK”Suitable for packing of normal 
goods.
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• Carton size: L150~°    W120~480
             W120~480 (mm)

• Speed: 30 cartons/m
• Tape type: Kraft paper or BOPP
• Adhesive tape size: 48~72 (mm)
• Power source:220v/50Hz/400w
• Weight: 100kg
• Machine dimensions: L1150. W880.

     H1200 (mm)

PB-FJ3A
Sideband Automatic Carton

Sealing Machine

PB-FJ-1A
Automatic Carton
Sealing Machine

PB-101A
Full-Automatic

Strapping Machine

PB-104B
Full-Automatic Unmanned

Strapping Machine

PB-104A
Full-Automatic Strapping

Machine

PB-102A
Full-Automatic Unmanned

Strapping Machine


